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Plano cutting of FASSON® / Avery Dennison® products             
           Issued: 10/2015 

 
Plano cutting (guillotining) 
 

The FASSON® / Avery Dennison®  adhesives which has been developed specially for FASSON® / 
Avery Dennison®  papers and films in sheets, makes guillotining easy: no sticking together if the 
guillotine is set and used properly. This is quite astonishing if we consider that the cutting of 400 
sheets takes the guillotine blade through 8 mm of adhesive. Other special-purpose adhesives, 
especially adhesives of low viscosity or thickly coated adhesives necessitate more careful measures. 
 
For example: 
 
� Very sharp guillotine blade. 
 
� Grind the blade to an acute angle, e.g. 21°. 

Blade replacement is necessary, for example, after cutting cardboard. 
 
� Clamping bar pressure as low as possible.  

Rule of thumb: 1 kp per mm cutting thickness, e.g. 500 kp = 500 mm. 
 
� Rub the blade, especially the back, with silicone oil or hard-grained soap prior to guillotining. 
 
� Guillotine only small quantities at a time, e.g. 200 sheets. 
 
� Repeat the blade rubbing operation – with silicone oil or soap – as often as required  

during the entire guillotining process. 
 

� Should any residues of adhesive collect on the blade during cutting, simply wipe them off with  
a cloth soaked in a suitable cleansing agent (e.g. petroleum spirit). 

 
� Whilst the backs of guillotine blades used to be provided with a grid pattern which served to 

prevent the build-up of adhesive residues, modern blades are manufactured from hardened 
stainless steel and feature smooth backs which are equally effective to this end. 

 
Should the sheets tend to stick together after guillotining, simply fan them out and rub their cut 
edges with a cloth and French chalk. 
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If you have cut smaller sheets from 
50 x 70 cm), proceed as follows: 
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